
 

 

 
 

FORPLAX AD-363 
   VINYL VAPOR RETARDER FILM 

 
 
 
PROPERTIES      TEST METHOD    VALUES 
 
Thickness, inch      ASTM D-1593     0.003 ± 10% 
 
Yield, ft²/lb      Determined by weight    43 ± 5% 
 
Brittleness Temperature, ºF    ASTM D-1790     +5ºF 
 
Tensile Strength, PSI     ASTM D-882A     MD 2300-2800 

TD 1800-2400 
 
Elongation, %      ASTM D-882A     MD 150 

TD 170 
 
Tear Strength, LB/IN     ASTM D-1004     MD 300 

    TD 350 
 
Light Reflectivity, %     ASTM C-523     100% +0% 
 
Permeance of Film, U.S. Perms    ASTM E-96 (method A)    1.0 
 

 
U.L. FIRE TEST 

 
Official U.L. Burn of AD363 
 
Flame Spread      ASTM E-84 or UL-723    15 
Smoke Developed          90 
 
Official U.L. Composite Burn 
 
Flame Spread      ASTM E-84 or UL-723     25 
Smoke Developed          50 
 
 
 
 
 
 
 
 
 
 
 
 
Forplax Los Angeles LLC (FLA) distributes the above products for Nan Ya Plastics US Corp. (NYPC). NYPC warrants that they are free from defects in material and workmanship when used as 
recommended. Seller will only replace AD363 film which is shown to our satisfaction to be defective within 30 days of delivery without charge. Defects or damage resulting from use other than 
recommended, or misuse of any kind, are not covered by this Limited Warranty. NYPC does not recommend the use of the above products: (1) outdoor, (2) in high UV emitting lighting system 
environment without UV lenses or filters attached (3) under temperature below 30ºF. The foregoing recommendations are not to be construded as warranties of any kind. Since conditions of use 
are beyond the control of seller, all risks of use are assumed by the user. Neither FLA nor NYPC will be responsible for any claims beyond the purchase value of the product. No sales 
representative, agent or distributor is authorized to extend any guarantee or warranty beyond the above terms. 
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